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Product Description  

Brickform Poly-Tint is a lacquer-based, high-

gloss, translucent tinted concrete sealer de-

signed to protect and enhance exposed aggre-

gate and textured concrete.   

Features 

• UV resistant, non-yellowing 

• Pre-tinted  

• Enhances color and protects concrete 

• Retards efflorescence & resists staining 

• Eliminates dusting & resists freeze-thaw 

Coverage Rates & Packaging  

Available in 1 gal (3.785 L) cans, 5 gal (18.92 L) 
can, and 55 gal (208.17 L) drums.  

• Approx. 250 to 300 ft
2
 per gal (6.13 to 7.36 

m
2
/ L).  

• Approx. 1250 to 1500 ft
2
 per 5 gal can 

Use & Application  

Surface Preparation: Surface preparation is the 
most important process when using any topically 
applied product available from Brickform.  Brick-
form follows the surface preparation techniques 
recommended by the International Concrete Re-
pair Institute outlined in its Guideline No. 03732 
Selecting and Specifying Concrete Surface Prep-
aration for Sealers, Coatings, and Polymer Over-
lays.  This Guideline is available at icri.org and 
Brickform highly recommends obtaining a copy 
and thoroughly familiarizing yourself with the vari-
ous processes for accurately preparing concrete 
slabs. 

Unless noted in earlier sections of this Technical 
Information Sheet (TIS), the slab must be fully 
cured for this product to perform properly.  Gen-
erally speaking, newly poured slabs must be at 
least 28 days old.  The curing conditions includ-
ing temperature and humidity have a dramatic 
effect on how fast or slow the slab cures.  Cooler 
conditions will slow the curing process and these 
factors must be considered when determining 
whether a slab has adequately cured for the in-

stallation of this product. 

Surface preparation requirements are different 
for every slab and the installer must determine 
what process is appropriate for the slab they are 
working on.  The recommended surface profile 
for Brickform sealers is a CSP 1 or CSP2 as de-
fined by the Guideline 03732 mentioned 
above.  The application area must be profiled 
and then thoroughly cleaned.  All grease, oil, 
stains, stain residues, rust, sealers, waxes and 
the like must be completely removed prior to ap-
plication of the product.  

The use of Brickform E-Etch, a mild etching and 
cleaning solution, followed by Brickform’s Neutra-
Clean and clean water rinses may be appropriate 
for the slab.  Please refer to the TIS for these 
Brickform products for proper use 

Acid etching with Muriatic (Hydrochloric) Acid so-
lutions may be appropriate for slabs that require 
more aggressive etching and cleaning.  Solutions 
as light as 1:20 (acid:water) to as heavy as 1:1 
may be necessary depending on the slab fin-
ish.  When acid washing, it is very important to 
protect surrounding areas from damage.  Plant 
and animal life, certain finishes on houses, met-
als, and the like can all be negatively impacted if 
acid solutions are not used responsibly.  Be sure 
and wear proper personal protective equipment 
when acid washing.  Always pre-wet slabs that 
are to be acid washed and always neutralize the 
slab with Brickform’s Neutra Clean following the 
acid wash.  Do not allow acid solutions to dry on 
the slab as dried residues will prevent the sealer 
from bonding.  See www.brickform.com for a vid-
eo on How to Acid Wash Concrete. 

Other mechanical techniques such as grinding, 
scarifying, shot blasting or sandblasting may be 
necessary to prepare the slab.   

Old sealers and cure and seal products must be 
removed as well.  Brickform’s Strip-It is an alter-
native to mechanical methods for their remov-
al.  Please review the TIS for Strip It prior to us-
ing this product. 

The application area must be completely clean 
and free of grease, oils, dirt, rust, waxes, and or-
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ganic stains.  When using pressure washers to 
clean slabs, use equipment with a minimum of 
3000 psi at 4 gallons per minute.  Rotary floor 
scrubbers with black or red pads are effective for 
cleaning flat floors.  When using rotary floor scrub-
bers on stamped slabs, nylon bristle brush attach-
ments are necessary to reach imprinted areas ef-
fectively. 

Once the slab has been profiled, all contaminants 
and potential bond breakers removed, and thor-
oughly cleaned, allow the slab to completely dry 
prior to application of the product.  

NOTE: Brickform strongly recommends jobsite 
samples or mock-ups with these products.  Individ-
uals who will be performing the work should test 
different sections of the concrete to determine suit-
ability, coverage, coverage rates and final appear-
ance. 

This product is not recommended for pre-sealed or 
dense surfaces such as glazed tile, marble or gran-
ite, dense brick, dense slate, or terrazzo.  Properly 
prepared surfaces will readily absorb water.  Water 
beading up or remaining on the surface indicates 
additional preparation and cleaning is required. 

Do not use this product where hydrostatic pressure 
is present. 

Application: Always test a small area of surface to 
verify protection and appearance. Use BRICK-
FORM Poly-Tint full strength. DO NOT THIN. Fully 
mix the material before every application.  Apply 
from 2-3 light, even coats (depending on porosity of 
surface) with a short-napped roller or a sprayer 
with neoprene seals and hose. If spray application 
is used, a conical tip on the sprayer is recommend-
ed.  Allow 1-3 hours between coats or until the sur-
face is dry to the touch. Apply in temperatures be-
tween 55ºF and 80ºF (12.8ºC and 26.7ºC). Avoid 
using in direct sunlight, especially on hot, windy 
days. Apply during the cooler part of the day when 
the surface is shaded. Do not apply on rainy or fog-
gy days. Excess moisture will not allow the sealer 
to dry properly. Use only in well ventilated areas. It 
is recommended that foot traffic remain off the fin-
ished sealed surface for 24 hours. For heavy traffic, 
allow 72 hours for curing. HELPFUL HINT: Use xy-
lene for easy cleanup immediately after use.   

Refer to the TIS for the chosen sealer and/or cure 
and seal.  

Complimentary Products 

The following Solomon Colors products may be 
used with Antique Release 

• E-Etch—Cleaning and etching agent 

• Neutra Clean—Cleaning and neutralizing agent 

• Strip-It 

Recommended Tools  

• Pump sprayer 

Safety and Precautions 

Contains Aromatic Hydrocarbons. KEEP OUT OF 
REACH OF CHILDREN. Before using or handling, 
read the Material Safety Data Sheet and Warran-
ty.  DO NOT TAKE INTERNALLY. Do not breathe 
vapors or mist. Use only with adequate ventilation 
and use a respirator when levels are above appli-
cable limits. Avoid contact with skin and eyes. 
Close container after each use. Use good hygiene 
when handling this product and wash and bathe 
after each use. Be sure to wash clothing after each 
use. 

WARNING • IT IS ILLEGAL TO USE Poly-Tint 
400 VOC IN THE STATE OF CALIFORNIA. OTH-
ER STATES MAY ALSO HAVE SIMILAR RE-
STRICTIONS. CHECK WITH YOUR LOCAL REG-
ULATORY AGENCY. Flammable. NOT RECOM-
MENDED for dense surfaces. Apply in thin coats, 
only on surfaces textured for slip resistance. If ap-
plied too heavily or applied to dense surfaces, the 
sealer may become slippery, especially in areas 
where water accumulates. Heavy application may 
also result in bubbling and coating imperfections. If 
in doubt about penetrability, test the surface by 
sprinkling with water. If water beads up on the sur-
face, additional cleaning and testing must be done. 
Do not use where hydrostatic pressure is present.  

Limitations 

Brickform strongly recommends the use of a Mois-
ture Vapor Evaporation Rate test in accordance 
with ASTM F1869. Results should not exceed 5 
pounds per 1000 square feet per 24 hours based 
on the recommended test period. Relative humidity 
tests are strongly recommended as well when used 
in accordance with ASTM F2170. Results should 
not exceed 75%. Excessive moisture vapor evapo-
ration rates can soften overlay materials and seal-
ers, cause premature wear, discoloration and/or 
lead to a complete loss of bond from the concrete 
slab. Overlays and sealers should always be in-
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stalled over pH neutral concrete substrates.  

Storage  

Store in a safe place. Keep containers tightly 
sealed. Shelf life is approximately 36 months. 

Plan Specifications 

All concrete flatwork designated as being sealed in 
the plans and specifications shall be sealed with 2-
3 light even coats of BRICKFORM Poly-Tint Seal-
er, at the rate of approximately 250 to 300 square 
feet per gallon ( 6.13 - 7.36 m2 / L), manufactured 
by BRICKFORM 800-483-9628, Rialto, CA, 909-
484-3399. BRICKFORM Poly-Tint shall be applied 
in accordance with the BRICKFORM Poly-Tint-
Technical Information Sheet. 

Order Specifications 

Product—Poly-Tint 400  

Shipping Weight   

Container Size  

7 lbs. (3.15 kg) 1 gal (3.785 L)  

40 lbs. (18 kg) 5 gal (18.92 L) 

 

 

 

 

 

 

 

Warranty  

This product is not intended for public use and is 
intended for use by licensed contractors and install-
ers, experienced and trained in the use of these 
products. It is warranted to be of uniform quality, 
within manufacturing tolerances. The manufacturer 
has no control over the use of this product, there-
fore, no warranty, expressed or implied, is or can 
be made either as to the effects or results of such 
use. In any case, the manufacturer’s obligations 
shall be limited to refunding the purchase price or 
replacing material proven defective. The end user 
shall be responsible for determining product’s suit-
ability and assumes all risks and liability.   

Item No Size  Color 

PTB1-400 1 Gal Brown 

PTB4-400 1 gal, case of 4 Brown 

PTB5-400 5 gal Brown 

PTG1-400 1 gal Gray 

PTG4-400 1 gal, case of 4 Gray 

PTG5-400 5 gal Gray 


