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DAY 2 DENSIFIER 

P R O D U C T  D E S C R I P T I O N
Brickform DAY2 Densifier Ready-to-Use (RTU) with reactive colloidal silica is a 
densifier/hardener for concrete used to improve the overall curing, performance 
and appearance of concrete floors. DAY2 Densifier RTU increases surface hard-
ness, moisture retention, compressive strength, abrasion-resistance, and liquid 
penetration resistance.
DAY2 Densifier RTU is 99.5% pure silica nanoparticles, suspended in an ultra-low 
surface tension liquid using a proprietary, “green” manufacturing process. It 
reacts with calcium hydroxide (aka free lime) in the concrete matrix to create 
additional calcium silicate hydrates (C-S-H), the active binder in cement paste, 
which becomes a permanent part of the concrete.
DAY2 Densifier RTU reduces dusting, efflorescence, and ASR. It is a zero-VOC, 
non toxic, safe-to-handle liquid that does not require scrubbing in, removal, or 
hazardous residue disposal and does not leave discoloring mineral salt deposits 
on concrete.

F E A T U R E S  &  B E N E F I T S 
•	Simple spray application
•	Works on all concrete types
•	Aids in concrete curing
•	Prevents dusting
•	Hardens surface
•	 Increases impact resistance
•	 Improves abrasion resistance, long 
term durability

•	Reduces capillary size to make the 
surface less porous thus reducing 
water loss during the curing process

•	 Increases resistance to liquid 
penetration

•	Resistant to staining
•	Extends service life of slabs
•	Does not yellow or whiten concrete

C O V E R A G E  R A T E S  A N D  P A C K A G I N G
Day2 Densifier Ready-to-Use
- 5 gallon / 19 liter pail
- 55 gallon / 208 liter drum
- 270 gallon/ 1021 liter tote (IBC)
400-600 square feet/gallon coverage typical on power troweled surfaces.

S T O R A G E  A N D  S H E L F  L I F E
DAY2 Densifier RTU should be kept in its original container, when possible, with 
the lid fastened tightly. DAY2 Densifier RTU has an optimized shelf life of 24 
months from the date of manufacture.
- Keep in a dry place
- Temp range of 40-100°F or 4-38°C
- Do not allow product to freeze 

U S E  A N D  A P P L I C A T I O N
Advanced planning is critical to all successful concrete work, notations worth 
considering when using Brickform Products. 

Any adjacent areas, surfaces, or objects not 
intended to be treated with DAY2 Densifier 
RTU should be protected from overspray or 
drift with plastic sheeting or other proven 
protective material. 
Surface must be clean and structurally 
sound, and clear of membrane-forming 
curing compounds, oils, dust and other 
surface contaminants that will prevent 
DAY2 Densifier RTU from having full contact 
with the concrete. 
To ensure that desired performance and appearance specifications are met, test 
a sample area of each slab to be treated, using the proposed treatment methods 
and techniques, coverage rates, and equipment, with the work performed by the 
same installation personnel who will do the project. 
The test section should be large enough to properly represent the overall slab. 
Check whether coverage rates are appropriate, that the concrete slab accepts 
the product, and that product is reacting with slab. 
Brickform DAY2 Densifier RTU can be applied to new or existing concrete. Ap-
plication may vary depending on the type of project and other jobsite specifics. 
The information provided is best practice guidelines for DAY2 Densifier RTU. 
Every project will present variables that may require adjustment of application 
procedures during the job. 
These guidelines are based on terminology used within the concrete and 
flooring industry sector. 
1.	 Using a drill and paddle, pre-mix the DAY2 Densifier RTU mixture before 
pouring into sprayer. 

2.	 Pour DAY2 Densifier RTU mixture into a SwissMex MX sprayer. Keep sprayer 
pressure at optimized level, allowing even distribution when applying to 
concrete surface. 

3.	 Spray apply DAY2 Densifier, holding the spray tip 12-24 inches above 
surface and moving in a circular motion to achieve even distribution. Spray 
enough to form an even sheen and ensure complete saturation of surface. 
Avoid puddling.  Any puddling should be removed using a microfiber 
squeegee. 

4.	 Keep the surface wet for 10 to 15 minutes, applying additional DAY2 
Densifier RTU only as needed. Areas of higher porosity will require more 
DAY2 Densifier. 

5.	 Allow surface to dry completely before further operations commence. 

DAY2 Densifier RTU can be applied the same day, once the surface has hardened 
enough not to damage the concrete surface/finish. DAY2 Densifier RTU can also 
be applied to any concrete surface and will react with free lime to harden and 
densify the surface.

L I M I T A T I O N S
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DAY 2 DENSIFIER

DAY2 Densifier RTU densifies and hardens concrete surfaces but should not be 
confused with film forming concrete sealers.   

DAY2 Densifier RTU chemically reacts with the free lime at the surface of the 
slab.  This reaction creates a less porous slab which resists water and other 
liquid penetration and resists staining.  Spills should, however, be cleaned in a 
timely manner. 

Floors treated with DAY2 Densifier RTU should not be cleaned with acidic or 
abrasive cleaning fluids. Medium to long-term exposure to aggressive clean-
ing products will cause damage. Brickform Neutra Clean or other pH-neutral 
cleansers should be used for continuous maintenance of concrete that has been 
treated with DAY2 Densifier RTU. 

During application of DAY2 Densifier RTU and until dry, treated surface will be 
slippery. Use extreme care when walking on wet DAY2 Densifier RTU. 

Jobsite samples are strongly recommended prior to application of all Solomon/
Brickform products.

C O M P L E M E N T A R Y  P R O D U C T S 
•	 DAY1 (Finishing aid) 

•	 Brickform Protector (Color enhancer & protector) 

•	 Brickform Neutra Clean (cleaning agent) 

•	 SwissMex MX Sprayer 

•	 Stealth Seal (Penetrating sealer) 

•	 Solomon Colors (Integral color for concrete) 

•	 Brickform (Sealers and processes for concrete)

H E A L T H  &  S A F E T Y
WARNING: FOR PROFESSIONAL USE ONLY. Before using product, read product 
SAFETY DATA SHEET (SDS) and instructions on packaging. ALKALINE CONCEN-
TRATE: Contact can damage eyes, skin, and other body tissues. HANDLE WITH 
CARE. Eye and skin irritant. Digestive tract irritant; DO NOT TAKE INTERNALLY. 
KEEP OUT OF REACH OF CHILDREN. 

Spray mist is respiratory tract irritant. Use only with adequate ventilation. Do not 
breathe vapors or spray mist. Avoid contact with eyes, skin, clothing. Observe 
appropriate safety and jobsite controls. Wear appropriate protection including 
eye protection and chemical-resistant gloves. Ensure fresh air-flow during appli-
cation and until dry. If you experience headaches, dizziness, eye watering, or if 
air monitoring shows vapor/mist levels above applicable limits, wear a properly 
fitted P1DO/organic vapor respirator (NIOSH TC-84A approved), used according 
to manufacturer’s directions, during application and drying. 

SLIP/FALL DANGER: During application of DAY2 Densifier RTU and until dry, 

treated surface will be slippery. Use extreme care when walking on wet DAY2 
Densifier RTU.

W A R R A N T Y
DAY2 Densifier RTU is intended for use by licensed contractors and installers, 
experienced and trained in the use of these types of products. It is warranted to 
be of uniform quality, within manufacturing tolerances. The manufacturer has no 
control over the use of this product, therefore, no warranty, expressed or implied, 
is or can be made either as to the effects or results of such use. In any case, the 
manufacturer’s obligations shall be limited to refunding the purchase price or 
replacing DAY2 RTU product proven defective. The end user shall be responsible 
for determining product’s suitability and assumes all risks and liability. 

F I R S T  A I D
Ingestion: Not expected to be toxic. Never give an unconscious person 
anything to ingest. If swallowed, immediately give two glasses of water, seek 
medical attention if ill effects develop. 

Inhalation: May cause irritation. Remove to fresh air and provide oxygen. If not 
breathing, give artificial respiration. Seek medical attention if irritation persists. 

Eye Contact: Flush with plenty of water for at least 15 minutes. Seek medical 
attention if irritation persists. 

Skin Contact: May cause irritation. Wash affected area with soap and water. 
Remove contaminated clothing and shoes. Seek medical attention if irritation 
persists.

P H Y S I C A L  P R O P E R T I E S

Appearance Clear or tinted liquid 
VOC Content. 0 g/1 (VOC- free) 
Active Ingredients 100% of total solids 
Material pH approximately 12.5 
Freeze point 32’F - 0°C
For more information go to:  
solomoncolors.com or Brickform.com


